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Hungarian Aunmunition Denot at PUSZTAVACS

The ammunition depot at PUSZDPAVACS was constructed
during 1951/1952 at the saume place where the pre-war s'munition
depot was built during 1939-1940. The latver was Gestroyed

during the war,

The new depot stretches beyond the aresa of the original
one in a norta-easterly direction. It is situated 3,500 metres
from the railwey station of OR{ENY,; &nd the road to the depot

branches off the main road from ORKENY to PUSATAVACS.

The area of the depot is sbout 1600 metres by 1100 metrez.
At a distance of 150 - 200 metres from the entrance, on the
right-hand side, are various buildings comprising the cuarterc

of the comwnanding officer, living quarters for IC0s and other

O

ranis, recrection centre and hospital, etc. The depot ic

guarded by one coupany of troops.

Tae depot is surrounded by two rowi of barbed wire 30
metres apart, with trees zid bushes between., At the four
corners formed by the fences there are watch towers with. search~

lights.

The amunition is stored elong the sides of the var.ous
storehouses. the central floor gpace being left clear.

Each storenouse has three entrances, and in front of each there

are loading-ramps covered with conerete and 1.12 wetres in height,

50 as to be level with the floor of the zoods trucks used for
Lol Wik S
YOS

loading,
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The various roads inside the depot which were built

in 1951 - 1952 were so made as to allow the consiruction

/
I

/ The macadan

of a ra.lway track alongside.

25X1

road was constructed for medium weight traffic and has a

basic layer of stone 18 centimetres thick. On this are

12 centimetres of coarse gravel topped with 2 centimetres of
fine gravel and 2 centimetres of sand (total thickness 34 cm)y.
The thicimess of the storehouse walls is 25 centimetres,

Tie roof is composed of sections of pre-fabricated, reinforced
concrete beaus, covered with pre-fabricated reinforced concrete
slabs with bricks. Tni: is topped with two layers of
bitwainous zravel. The ceiling is covered with panels of

reed plastered over,

In the period before the revolution light infantry
& munition was stored in this depot for rifles, sub-machine
guns, enti-tank rifles, machine guns and ‘ortars. Anmmunition
was first stored there in Auzust 1952 when the denot was still
not cowmpleted, It is st211 not complete, the nrojected

railway-track having yet to be laid.
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